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SECTION A-A 
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NOTE: 
1. BAG & LABEL WITH BATCH NUMBER. 
2. NICKEL PLATE .0004 - .0006 THICK, BAKE AFTER 
PLATING. 
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C2-3-3 
1 
LATCH ROLLER 
4140 
Ø11/16 X 3/8 


REVISIONS 


REV 
ECR 
DESCRIPTION 
DATE 
INITIAL 
APPROVED 


2 
AS DRAWN BY CANAM. 
8/7/2012 


3 
UPDATED BORE TOLERANCE FOR P.F. OF BEARING. 
8/17/2012 
RJC 
SE 


4 
CH'D DIAMETER FROM Ø.457 TO Ø.451 TO ACHIEVE THE .012 DEPTH NEEDED. 
10/25/2012 
RJC 
GE 


4A 
14-0105 
CH'D TITLE BLOCK WAS RED BARN IS DART. ADDED NOTE 1. DELETED DUPLICATE DIMENSION 2X .015 
X 45 °. CH'D DIMENSION WAS 2X.015 X 45 ° IS 4X .02 X 45°. ADDED, NOTE 2 BAKE AFTER PLATING. 
8/6/2014 
DPD 
RW 


This drawing, specifications, and concepts contained here in are the sole property of 
Dart Aerospace, and may not be reproduced or used in any fashion without the 
prior written permission of Dart Aerospace Eugene, OR. 


2. DIMENSIONAL LIMITS APPLY AFTER 
PLATING 


1. BREAK ALL SHARP EDGES .015 x 45 
OR .015R 
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UNLESS OTHERWISE SPECIFIED 
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